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measure plasma oncotic pressure,
which is that portion of the total plas-
ma osmotic pressure contributed by
protein and other molecules too large
to pass through a specified
semipermeable membrane. Because
variations in plasma oncotic pressure
are indications of certain disorders,
measurements of the variations are
useful in the diagnosis and treatment
of these disorders.

(b) Classification. Class I. The device
is exempt from the premarket notifica-
tion procedures in subpart E of part 807
of this chapter.

[52 FR 16122, May 1, 1987, as amended at 60
FR 38900, July 28, 1995]

§ 862.2730 Osmometer for clinical use.
(a) Identification. An osmometer for

clinical use is a device intended to
measure the osmotic pressure of body
fluids. Osmotic pressure is the pressure
required to prevent the passage of a so-
lution with a lesser solute concentra-
tion into a solution with greater solute
concentration when the two solutions
are separated by a semipermeable
membrane. The concentration of a so-
lution affects its osmotic pressure,
freezing point, and other
physiochemical properties.
Osmometers determine osmotic pres-
sure by methods such as the measure-
ment of the freezing point. Measure-
ments obtained by this device are used
in the diagnosis and treatment of body
fluid disorders.

(b) Classification. Class I (general con-
trols). The device is exempt from the
premarket notification procedures in
subpart E of part 807 of this chapter
subject to § 862.9.

[52 FR 16122, May 1, 1987, as amended at 65
FR 2309, Jan. 14, 2000]

§ 862.2750 Pipetting and diluting sys-
tem for clinical use.

(a) Identification. A pipetting and di-
luting system for clinical use is a de-
vice intended to provide an accurately
measured volume of liquid at a speci-
fied temperature for use in certain test
procedures. This generic type of device
system includes serial, manual, auto-
mated, and semi-automated dilutors,
pipettors, dispensers, and pipetting sta-
tions.

(b) Classification. Class I (general con-
trols). The device is exempt from the
premarket notification procedures in
subpart E of part 807 of this chapter
subject to § 862.9.

[52 FR 16122, May 1, 1987, as amended at 65
FR 2309, Jan. 14, 2000]

§ 862.2800 Refractometer for clinical
use.

(a) Identification. A refractometer for
clinical use is a device intended to de-
termine the amount of solute in a solu-
tion by measuring the index of refrac-
tion (the ratio of the velocity of light
in a vacuum to the velocity of light in
the solution). The index of refraction is
used to measure the concentration of
certain analytes (solutes), such a plas-
ma total proteins and urinary total
solids. Measurements obtained by this
device are used in the diagnosis and
treatment of certain conditions.

(b) Classification. Class I. The device
is exempt from the premarket notifica-
tion procedures in subpart E of part 807
of this chapter.

[52 FR 16122, May 1, 1987, as amended at 60
FR 38900, July 28, 1995]

§ 862.2850 Atomic absorption spectro-
photometer for clinical use.

(a) Identification. An atomic absorp-
tion spectrophotometer for clinical use
is a device intended to identify and
measure elements and metals (e.g.,
lead and mercury) in human specimens.
The metal elements are identified ac-
cording to the wavelength and inten-
sity of the light that is absorbed when
the specimen is converted to the atom-
ic vapor phase. Measurements obtained
by this device are used in the diagnosis
and treatment of certain conditions.

(b) Classification. Class I (general con-
trols). The device is exempt from the
premarket notification procedures in
subpart E of part 807 of this chapter
subject to § 862.9.

[52 FR 16122, May 1, 1987, as amended at 65
FR 2309, Jan. 14, 2000]

§ 862.2860 Mass spectrometer for clin-
ical use.

(a) Identification. A mass spectrom-
eter for clinical use is a device in-
tended to identify inorganic or organic
compounds (e.g., lead, mercury, and
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